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WEIGHT:  grams

MATERIAL: 

FINISH: 

- general tolerance 
- dimenssions are in inches. 
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TOOLING FILES

CBU-ARP-LR Assembly
DESCRIPTION (PART OR ASSEMBLY NAME)
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  Applications

Retrofitting New Construction Hotel Rooms Barracks Dorm Rooms

Features:
● Battery-free wireless control
● Generic card functionality
● Supports thermostat control with 

vacancy
● Can surface mount anywhere

(screws or adhesive tape)
● Operates with Casambi controllers

Technical Spec:  BTT-C2AWH Model

Range 50-80 feet (typical)
Frequency 2.4 GHz Bluetooth
Power Supply Self-generated when card is inserted

Switches 2 (card IN, card OUT)

Output Channels Refer to Casambi System
Switch Dim. (in.)- 
Card Dim. (in.)

3.05”(W) x 4.64”(H) x 1.04”(D)
2.125” (W) x 3.0” (L) (recommended)

Amb. Op. Temp.◊
[Storage Temp.]

 -13° to +149°F (-25° to +65°C)
 [-13° to +149°F (-25° to +65°C)]

Radio 
Certification

FCC (United States): SZV-PTM215B
I.C. (Canada): 5713A-PTM215B

Addressing Factory set unique ID (1 of 4 Billion

AHD0693B

Architectural White

Ordering  (example: E9T-S2HBK):

E9T -  C  2   A  
BTT =  Bluetooth  C = Card 

Switch
2 = Dual 

Action
A = American 

Style
WH = White

This device or certain aspects thereof is protected by at least one U.S. 
or International patent or has at least one such patent application pending

Self-powered Casambi Key Card Switch

The ILLUMRATM Casambi Key Card 
Switch is a battery-free wireless 
transmitter that communicates with a 
wide variety of Casambi receivers. When 
a card is inserted a small micro generator 
produces a small electrical current that 
powers the internal transmitter, signaling 
the receiver to turn the power supply to a 
device on. It signals the receiver to turn 
the power supply off again when the card 
is removed.

◊ Temp. difference between controllers and switches should not exceed 140◦ F (60◦C)


